BALLAST SPECIFICATION

ELECTRICAL SPECIFICATION
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- HIGH POWER FACTOR (1111191 0.98)

- HARMONIC #1091 10 %

- PREHEAT TIME 1.5 - 2 SEC.

- ELECTROMAGNETIC INTERFERENCE COMPLY WITH

TIS 1955-2542 STANDARD
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ODEL : EBZ 3601DM

PRODUCT OVERVIEW
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DIMENSION

1
| LAMP |
2 3
'CONTROL 1-10 VDC. (0 VOLT OFF)
- : % &

BALLAST

WIRING
DESCRIPTION EBZ 3601DM
For Fluorescent lamps (Watts) 1x36
220

Rate Voltage (Volts)

Max. Input Power / Current
Min. ( dimmed ) Input Power / Current
Preheat time
Power Factor ( @ rated power )
THD ( @ rated power )
Ballast Lumen Factor
Lamp Current Crest Factor
Lamp End Of Life Protection
Case temperature
Ground Isolation @ control port
Dimension ( W/L/H ) mm.
Waranty

37 Watt/ 0.17 Amp
12 Watt/ 0.05 Amp
1.5 -2 Sec.
0.99
<10%
>95%
<1.7
yes
70°C
1000 VAC.
39.6 x 215.6 x 30.5

5 Years
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