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Recessed Downlight
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LUMITRON REF. Lamp Lumen / Beam Angle Base

LMDL-142-100JC JC 100W 2,200 GY6.35

LMDL-142-150HAL HAL 150W 2,400 E27

LMDL-142-100QR111 QR111 100W 8°, 24°, 45° G53

LMDL-142-75PAR30 PAR30 75W 10°-30° E27

LMDL-142-70CDM-T CDM-T 70W 6,600 G12

LMDL-142-150CDM-T CDM-T 150W 14,000 G12

Applications
• A functional, aesthetically-pleasing design, compact fluorescent 

and HID recessed wall washer downlight. Lumitron’s LMDL-142, 
is suitable for PLC 18-26W, double-ended or single-ended metal 
halide lamp 70-150W to provide sufficient light output, especially 
for wall washer applications. Ideal for indoor signage lighting, 
commercial lighting applications, exclusive residential projects, 
shopping arcades, hotels,  and etc.

Specifications
• Housing: die-cast aluminium body and trim.

• Polyester powder-coating finish in white, black, titanium color.

• Anodized aluminium reflector.

• Adjustable aiming and orientation.
• Easy relamping without the use of special tools.

• Suitable for main voltage 220V JC 100W, halogen 150W,

QR111, PAR30 75W, and CDM-T 70-150W

• Lampholders: GY6.35, E27, G53, E27, G12 base.

• Heat resistant, high temperature cable employed where is

applicable.

• Mounting: recessed ceiling mounted.

• Cutout 175mm.


