
LUMITRON REF. Lamp Beam Angle Base

LMDL-713-1 QR111 50,75,100W 4°, 8°, 24° G53

LMDL-713-2 QR111 50 ,75,100W 8°, 24°, 45 G53

LMDL-713-3 QR111 50,75,100W 8°, 24°, 45° G53

LMDL-713-4 QR111 50,75,100W 8°, 24°, 45° G53

LMDL - 713 

www.lumitronlighting.com           

Multiple Downlight

55

LMDL-713-1

LMDL-713-2

LMDL-713-3

LMDL-713-4

Cut-out 160x160 mm 

Cut-out 160x312 mm 

Cut-out 160x455 mm 

Cut-out 312x312 mm 

Applications
• A premium, aesthetically-pleasing design with square cut-out

range of downlights. Lumitron’s LMDL-124A, is suitable for
showrooms, department stores, condominiums, restaurants, 
hotels, homes and in any other areas with a purpose to brighten
up or highlight certain objects.

Specifications
• Metal body and frame

• Freely adjusted
• Color: white, silver

Accessories (add suffixes to Lumitron Ref.)

� -FC: Frosted Glass Lens

� -HC: Honey Comb Louver.

� -CF: Colour filters: Blue, Red, Yellow, and Green
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