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LED Floodlight - IP66

IP66Ambient
Temperature

-25 C
+50 C

ENERGY
SAVING

ITFL-107-UB

ITFL-106-UB

ITFL-107-BM

ITFL-106-BM

ITFL - 107-BM

ITFL - 107-UB

ITFL - 106-UB

ITFL - 106-BM

6
o

15
o

12
o

30
o

48
o 12

Oval Beam 12x48

Side View Front View

o

o o

48
o

6
o

12
o

30
o

48
o 12

Oval Beam 12x48

Side View Front View

o

o o

48
o

ITFL-106 
30W, 1 COB LED 

36W, 15 LED (Color Change)

28W, 15 LED (Fixed Color) 

6
o

15
o

12
o

30
o

48
o 12

Oval Beam 12x48

Side View Front View

o

o o

48
o

6
o

12
o

30
o

48
o 12

Oval Beam 12x48

Side View Front View

o

o o

48
o

ITFL-107
16W, 1 COB LED 

15W, 6 LED (Color Change)

22W, 8 LED (Fixed Color) 

ITFL-115-UBITFL-115AS-BM ITFL-115-BM

ITFL-115-UB

ITFL-115 
102W, 48 LED

60W, 30 LED

ITFL-115AS 
Asymmetrical 
60W, 30 LED (Fixed Color)
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