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LED Floodlight - Spot Light, IP66 

 Die cast aluminium body, Safety tempered glass, IP66

 Stainless steel screw, Durable silicone rubber gasket

 Input Voltage: 220VAC (Fix color)

  -RGB: Color Changer (Input  24VDC)  

 -DMX512: Control by DMX512 system

LUMITRON REF. Lamp Type 

ITFL-8-6x1W LED 6x1W 

ITFL-8-6x3W LED 6x3W 

ITFL-8-RGB6x1W LED RGB 6x1W 

ITFL-8-RGB6x3W LED RGB 6x3W 

LUMITRON REF. Lamp Type 

ITFL-9-9x1W LED 9x1W 

ITFL-9-9x3W LED 9x3W 

ITFL-9-RGB9x1W LED RGB 9x1W 

ITFL-9-RGB9x3W LED RGB 9x3W 

ITFL-9-12x1W LED 12x1W 

ITFL-9-12x3W LED 12x3W 

ITFL-9-RGB12x1W LED RGB 12x1W 

ITFL-9-RGB12x3W LED RGB 12x3W 

ITFL - 7

ITFL - 8

ITFL - 9

LUMITRON REF. Lamp Type 

ITFL-7-3x1W LED 3x1W 

ITFL-7-3x3W LED 3x3W 

ITFL-7-RGB3x1W LED RGB 3x1W 

ITFL-7-RGB3x3W LED RGB 3x3W 

LED 3x1W

LED 9x1W

LED 12x1W

LED 3x3W

LED 6x1W LED 6x3W

LED 9x3W

LED 12x3W
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